DISTURBED AREA

DIRECTION OF FLOW
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3 METERS MAX _,

GEOFABRIC BURIED
IN GROUND 0.2M

SEDIMENT FENCE DETAIL

GEOTEXTILE FILTER
FABRIC

POSTS DRIVEN 0.6M SANDBAG IN GUTTER

" INTO GROUND

2.0M MIN

SANDBAG KERB SEDIMENT TRAP DETAIL

VEHICLE ACCESS TO SITE DETAIL

CONSTRUCTION SITE

?

RUN OFF FROM PAD
DIRECTED TO
SEDIMENT TRAP

GEOTEXTILE FABRIC
MINWIDTH 3.0 M

BERM 200MM
HIGH (MIN)

50 - 75 MM GRAVEL

EARTH BANK TO
PREVENT SCOUR
OF STOCKPILE

WATERPROOF
COVERING

SEDIMENT
FENCE

BUILDING MATERIAL STOCKPILES DETAIL

LEGEND:

. PRIMARY STORAGE + STOCK PILE AREA

~

~ U
I LR 375

DISTURBED AREA

SECONDARY STORAGE AREA

SILT FENCE

NOTES:

1. ALL EROSION AND SEDIMENT CONTROL DEVICES TO BE INSPECTED AND MAINTAINED DAILY BY
THE SITE MANAGER.

2. MINIMISE DISTURBED AREAS.

3. ALL LOOSE MATERIAL STOCKPILES TO BE COVERED AND CLEAR OF ALL DRAINS, NATURAL
WATER COURSES, GUTTERS AND FOOTPATHS.

4. ROAD AND FOOTPATH TO BE SWEPT DAILY

5. STABILISE AND REVEGETATE SITE BEFORE REMOVING EROSION AND SEDIMENT CONTROL
DEVICES.

6. DRAINAGE TO BE CONNECTED TO STORMWATER SYSTEM AS SOON AS POSSIBLE.

7. EXCESS MATERIALS (CEMENT, CONCRETE SLURRY, WATER AND SOLVENT FOR CLEANING PAINT
BRUSHES AND TOOLS) MUST NOT BE WASHED INTO THE STORMWATER SYSTEM.

SILT FENCE TO VEHICLE
CROSSING / SITE ACCESS

MANAGEMENT:

- ALL EROSION AND SEDIMENT CONTROL DEVICES TO BE INSPECTED AND
MAINTAINED DAILY BY THE SITE MANAGER

- MINIMISE DISTURBED AREAS

- ALL LOOSE MATERIAL STOCKPILES TO BE COVERED AND CLEAR OF ALL DRAINS,
NATURAL WATER COURSES, GUTTERS AND FOOTPATHS

- ROAD & FOOTPATH TO BE SWEPT DAILY

- STABILISE AND REVEGETATE SITE BEFORE REMOVING EROSION AND SEDIMENT
CONTROL DEVICES

- EXCESS MATERIALS (CEMENT, CONCRETE SLURRY,WATER AND SOLVENT FOR
CLEANING PAINT BRUSHES/TOOLS ETC MUST NOT BE WASHED INTO THE
STORMWATER SYSTEM

- DRAINAGE TO BE CONNECTED TO STORMWATER SYSTEM (AS SOON AS POSSIBLE)

SEDIMENT CONTROL:
WHERE CONSTRUCTION OR EXCAVATION ACTIVITY REQUIRES DISTURBANCE OF

TECHNIQUES, AS A MINIMUM, ARE TO BE BEIN ACCORDANCE WITH COUNCIL
REQUIREMENTS - REFER TO THE PUBLICATION MANAGING URBAN STORMWATER:
SOIL & CONSTRUCTION, COMMONLY REFERRED TO AS THE BLUE BOOK OR A
SUITABLE AND EFFECTIVE ALTERNATIVE METHOD.

INSTALLATION & MAINTENANCE OF SEDIMENT CONTROL MEASURES:

THE SOIL SURFACE OR EXISTING VEGETATION, EROSION AND SEDIMENT CONTROL

EROSION & SEDIMENT CONTROLS SHALL BE INSTALLED & MAINTAINED AT ALL TIMES,
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TEMPORARY DISPOSAL OF STORMWATER RUNOFF:

DURING CONSTRUCTION, STORMWATER RUNOFF SHALL BE DISPOSED IN A
CONTROLLED MANNER THAT IS COMPATIBLE WITH THE EROSION AND SEDIMENT
CONTROLS ON THE SITE. IMMEDIATELY UPON COMPLETION OF ANY IMPERVIOUS
AREAS ON THE SITE (INCLUDING ROOFS, DRIVEWAYS & PAVING) AND WHERE THE

SYSTEMS MUST BE INSTALLED TO REASONABLY MANAGE AND CONTROL RUNOFF
AS FAR AS THE APPROVED POINT OF STORMWATER DISCHARGE.

SEDIMENT & EROSION CONTROL SIGNAGE:

A DURABLE SIGN SHALL BE ERECTED DURING BUILDING WORKS IN A PROMINENT
LOCATION ON SITE, WARNING OF PENALTIES SHOULD APPROPRIATE EROSION
AND SEDIMENTATION CONTROL DEVICES NOT BE MAINTAINED.

FINAL DRAINAGE SYSTEM IS INCOMPLETE, THE NECESSARY TEMPORARY DRAINAGE

ONE & TWO STOREY
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NOTES

The builder is responsible for setting
out the works, checking all dimensions
and levels on site.

Report any discrepencies to the
Architect prior to the commencement
of work.

Do not scale drawings.

Check boundary distance on survey.
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