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Carriage position at bottom station

new retaining wall to engineers
specification

Carriage position at top station

excavation to 250 mm from under of beam

Extend existing deck to from top
station

100 mm gap between
carriage and extended
deck

- NO EXISTING WATERWAYS OR WATER COURSES ON SITE
- NO VEGETATION AFFECTED
- EXCAVATION AS SHOWN ON ELEVATIONS
- PROVIDE SILT FENCE AS REQUIRED BY COUNCIL
- STORM WATER TO BE DIRECTED INTO EXISTING SYSTEM
- WATER RETICULATION FROM EXISTING MAINS
- SEWERAGE TO BE DIRECTED INTO EXISTING SEWER MAIN

PROPOSED INCLINED LIFT & PLATFORMS

DATEAMENDMENTSREV.

NOTES
- ALL WORKS TO BE IN ACCORDANCE WITH THE BUILDING CODE OF AUSTRALIA, LOCAL
  COUNCIL BUILDING APPROVAL, RELEVANT GOVERNING STATUTORY AUTHORITIES AND
  MINIMUM STANDARDS OF CONSTRUCTION.
- FIGURED DIMENSIONS IN PREFERENCE TO ANY SCALE.
- THE BUILDER IS TO BE RESPONSIBLE FOR BUILDING DETAILS, CONSTRUCTION METHODS
  AND SETOUT.
- THE BUILDER IS TO CHECK ALL DIMENSIONS AND LEVELS FOR ACCURACY PRIOR TO START.
- THE BUILDER IS TO INCLUDE AND ARRANGE SEPARATE ENGINEERS DETAILS AND/OR
  INSPECTIONS AS REQUIRED.
- EXISTING FOOTINGS AND STRUCTURE TO BE CERTIFIED BY ENGINEER TO WITHSTAND
  ADDITIONAL LOADS.
- ENTIRE STRUCTURE AND STABILITY OF ADDITION TO BE CERTIFIED BY ENGINEER.

[1] [Preliminary] [23.06.22]

Inclined Lifts
ABN 49 019 067 687
6 Goldfinch Place
Grays Point NSW
Andrew Gould 0414 709 636

Mrs. Bernadette and Mr.Gregory O'Neill

137 Riverview Road
Avalon Beach NSW
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Andrew Gould
Materials with arrive via barge and stored on the timber deck adjacent to the boatshed.

Waste will be removed via barge and taken to Kimbriki or a similar recycling plant for sorting and recycling.  Where the contractor is able to reuse waste materials it will be taken back to the factory for reuse.




