
All work is to comply with the Building Code of Australia, the

requirements of the local council, the requirements of the

legally constituted Authorities for services and the relevant

standards by the Standards Association of Australia.

The Builder is to give all notices, obtain all permits and pay all

fees.

Finished ground levels on the plan are subject to site

conditions.

Do not scale from drawings. Use figured dimensions only and

report any discrepancies to the designer prior to

commencement.

All figured dimensions to be checked on site.
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BASIX INFORMATION REQUIREMENTS:

BASIX INFORMATION REQUIREMENTS:BASIX INFORMATION REQUIREMENTS:

BASIX INFORMATION REQUIREMENTS:

LIGHTING:

A minimum of 40% of all new or altered light fixtures are to be

fluorescent, compact fluorescent or L.E.D. lamps

WATER COMMITMENTS:

Fixtures: All new Shower heads, toilets and taps shall

 have a minimum 3 Star rating

INSULATION REQUIREMENTS:

External walls: The external walls shall be a 70mm external

 insulated facade system

Ceilings: The new flat ceiling/pitched roof ceilings shall  

 meet minimum R1.45 (up)

Roof: The roof shall have a foil backed blanket (55mm)

 and be of medium colour (solar absorption

 0.45-0.70)

WINDOWS, GLAZED DOORS & SKYLIGHTS:

All window/door/skylight numbers shown on the window/door/

skylight schedule correspond to matching window/door/skylight

numbers shown in the Basix certificate.

Sizes:  The total area of glazing for each  

window/door/skylight shall be no greater than that

 shown on the Basix certificate

Shading devices: Shading devices shall be installed in

  accordance with the Basix certificate

Frames and glazing:Frame and glazing types shall meet the

  requirements of the Basix certificate
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SITE RATIO'S - EXISTING:

SITE RATIO'S - EXISTING:SITE RATIO'S - EXISTING:

SITE RATIO'S - EXISTING:

SITE AREA   630.10m

2

FOOTPRINT OF RESIDENCE   168.22m

2

STUDIO     18.27m

2

AREAS LESS THAN 3m WIDE or 12m

2

   65.31m

2

DRIVEWAY     63.93m

2

CARPORT     33.50m

2

SUM TOTAL   349.23m

2

OPEN SPACE AREA   280.87m

2

    44.58%

               (minimum required 55% or 346.55m

2

)

PAVED AREAS AND PATHWAYS     29.68m

2

DECKING               49.75m

2

HARD OPEN SPACE     79.43m

2

SOFT OPEN SPACE   201.44m

2

    58.13%

   (minimum required 35% of 55% or 121.29m

2

)

SITE RATIO'S - PROPOSED:

SITE RATIO'S - PROPOSED:SITE RATIO'S - PROPOSED:

SITE RATIO'S - PROPOSED:

SITE AREA   630.10m
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FOOTPRINT OF RESIDENCE   194.04m
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AREAS LESS THAN 3m WIDE or 12m

2
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2

DRIVEWAY     43.26m

2

CARPORTS     47.08m

2

SUM TOTAL   348.85m

2

OPEN SPACE AREA   281.25m

2

     44.64%

                (minimum required 55% or 346.55m

2

)

PAVED AREAS AND PATHWAYS     20.49m

2

DECKING               60.34m

2

HARD OPEN SPACE     80.83m

2

SOFT OPEN SPACE   200.42m

2

    57.83%

     (minimum required 35% of 55% or 121.29m

2

)
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All work is to comply with the Building Code of Australia, the

requirements of the local council, the requirements of the

legally constituted Authorities for services and the relevant

standards by the Standards Association of Australia.

The Builder is to give all notices, obtain all permits and pay all

fees.

Finished ground levels on the plan are subject to site

conditions.

Do not scale from drawings. Use figured dimensions only and

report any discrepancies to the designer prior to

commencement.

All figured dimensions to be checked on site.
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must not be used, reproduced or copied without written

permission.
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BASIX INFORMATION REQUIREMENTS:

BASIX INFORMATION REQUIREMENTS:BASIX INFORMATION REQUIREMENTS:

BASIX INFORMATION REQUIREMENTS:

LIGHTING:

A minimum of 40% of all new or altered light fixtures are to be

fluorescent, compact fluorescent or L.E.D. lamps

WATER COMMITMENTS:

Fixtures: All new Shower heads, toilets and taps shall

 have a minimum 3 Star rating

INSULATION REQUIREMENTS:

External walls: The external walls shall be a 70mm external

 insulated facade system

Ceilings: The new flat ceiling/pitched roof ceilings shall  

 meet minimum R1.45 (up)

Roof: The roof shall have a foil backed blanket (55mm)

 and be of medium colour (solar absorption

 0.45-0.70)

WINDOWS, GLAZED DOORS & SKYLIGHTS:

All window/door/skylight numbers shown on the window/door/

skylight schedule correspond to matching window/door/skylight

numbers shown in the Basix certificate.

Sizes:  The total area of glazing for each  

window/door/skylight shall be no greater than that

 shown on the Basix certificate

Shading devices: Shading devices shall be installed in

  accordance with the Basix certificate

Frames and glazing:Frame and glazing types shall meet the

  requirements of the Basix certificate
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Selected floor finish on

timber frame construction

ENTRY

ENTRYENTRY

ENTRY

LIVING

LIVINGLIVING

LIVING

SUNROOM

SUNROOMSUNROOM

SUNROOM

BEDROOM

BEDROOMBEDROOM

BEDROOM

4

44

4

STUDY

STUDYSTUDY

STUDY

SITTING

SITTINGSITTING

SITTING

DINING

DININGDINING

DINING

KITCHEN

KITCHENKITCHEN

KITCHEN

LDRY

LDRYLDRY

LDRY

BATH

BATHBATH

BATH

WC

WCWC

WC

CARPORT

CARPORTCARPORT

CARPORT

GUEST

GUESTGUEST

GUEST

BEDROOM

BEDROOMBEDROOM

BEDROOM

WIR

WIRWIR

WIR

ENS

ENSENS

ENS

DECK

DECKDECK

DECK

POOL

POOLPOOL

POOL

CARPORT

CARPORTCARPORT

CARPORT

Selected Tile

Selected decking to match
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to engineers details

DECK

DECKDECK

DECK

Selected decking to

match existing on

timber framing to

engineers details

820

750

CSD

800

Bi-fold

NOTE- HARD WIRED PHOTOELECTRIC SMOKE ALARMS

TO BE INSTALLED IN ACCORDANCE WITH NCC PART

3.7.2 & AS3786

NOTE- PLIABLE BUILDING MEMBRANE INSTALLED MUST

COMPLY WITH AS/NZS4200.1 AND INSTALLED IN

ACCORDANCE WITH AS4200.

NOTE- EXHAUST SYSTEMS INSTALLED IN THE KITCHEN,

BATHROOM, SANITARY COMPARTMENTS OR LAUNDRY MUST

COMPLY WITH MINIMUM FLOW RATES AS SPECIFIED IN NCC PART

3.8.7.3. BATHROOM, SANITARY COMPARTMENTS & LAUNDRIES

MUST BE DISCHARGED DIRECTLY VIA SHAFT OR DUCT TO

OUTDOOR AIR OR TO A VENTILATED ROOF SPACE COMPLYING

WITH NCC PART 3.8.7.4

Existing concrete slab

Proposed 4,000 litre rainwater

tank to hydraulic engineers details

BB

DOOR/WINDOW SCHEDULE

DOOR/WINDOW SCHEDULEDOOR/WINDOW SCHEDULE

DOOR/WINDOW SCHEDULE

D 1  2700w x 2100h Selected Timber Framed French Door with Two Sidelight Fixed Windows

D 2 2100w x 2100h Selected Timber Framed French Door with Two Sidelight Fixed Windows

W 1  750w x    900h Selected Timber Framed Double Hung Window-Opaque

W 2           3200w x  1200h Selected Timber Framed Double Hung/Fixed Pane/Double Hung Window

W 3  900w x    900h Selected Timber Framed Double Hung Window

S  1  670w x    670h Selected Aluminium Timber Fixed Skylight

S  2  670w x    670h Selected Aluminium Timber Fixed Skylight

S  3  670w x    670h Selected Aluminium Timber Fixed Skylight

Note: The Builder shall check measure all windows and doors on site prior to ordering.
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All work is to comply with the Building Code of Australia, the

requirements of the local council, the requirements of the

legally constituted Authorities for services and the relevant

standards by the Standards Association of Australia.

The Builder is to give all notices, obtain all permits and pay all

fees.

Finished ground levels on the plan are subject to site

conditions.

Do not scale from drawings. Use figured dimensions only and

report any discrepancies to the designer prior to

commencement.

All figured dimensions to be checked on site.
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This plan is the exclusive property of JAH Design Services and

must not be used, reproduced or copied without written

permission.
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BASIX INFORMATION REQUIREMENTS:

BASIX INFORMATION REQUIREMENTS:BASIX INFORMATION REQUIREMENTS:

BASIX INFORMATION REQUIREMENTS:

LIGHTING:

A minimum of 40% of all new or altered light fixtures are to be

fluorescent, compact fluorescent or L.E.D. lamps

WATER COMMITMENTS:

Fixtures: All new Shower heads, toilets and taps shall

 have a minimum 3 Star rating

INSULATION REQUIREMENTS:

External walls: The external walls shall be a 70mm external

 insulated facade system

Ceilings: The new flat ceiling/pitched roof ceilings shall  

 meet minimum R1.45 (up)

Roof: The roof shall have a foil backed blanket (55mm)

 and be of medium colour (solar absorption

 0.45-0.70)

WINDOWS, GLAZED DOORS & SKYLIGHTS:

All window/door/skylight numbers shown on the window/door/

skylight schedule correspond to matching window/door/skylight

numbers shown in the Basix certificate.

Sizes:  The total area of glazing for each  

window/door/skylight shall be no greater than that

 shown on the Basix certificate

Shading devices: Shading devices shall be installed in

  accordance with the Basix certificate

Frames and glazing:Frame and glazing types shall meet the

  requirements of the Basix certificate
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2
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BEDROOM

3

33

3

WIR

WIRWIR

WIR

ENS

ENSENS

ENS

FALLFALL

D2

W2

W3

S1

S2

Selected floor finish on

timber frame

construction

NOTE- HARD WIRED PHOTOELECTRIC SMOKE

ALARMS TO BE INSTALLED IN ACCORDANCE WITH

NCC PART 3.7.2 & AS3786

NOTE- PLIABLE BUILDING MEMBRANE INSTALLED

MUST COMPLY WITH AS/NZS4200.1 AND

INSTALLED IN ACCORDANCE WITH AS4200.

NOTE- EXHAUST SYSTEMS INSTALLED IN THE KITCHEN,

BATHROOM, SANITARY COMPARTMENTS OR LAUNDRY MUST

COMPLY WITH MINIMUM FLOW RATES AS SPECIFIED IN NCC PART

3.8.7.3. BATHROOM, SANITARY COMPARTMENTS & LAUNDRIES

MUST BE DISCHARGED DIRECTLY VIA SHAFT OR DUCT TO

OUTDOOR AIR OR TO A VENTILATED ROOF SPACE COMPLYING

WITH NCC PART 3.8.7.4

MASTER

MASTERMASTER

MASTER

BEDROOM

BEDROOMBEDROOM

BEDROOM

FALL

FALL

DOOR/WINDOW SCHEDULE

DOOR/WINDOW SCHEDULEDOOR/WINDOW SCHEDULE

DOOR/WINDOW SCHEDULE

D 1  2700w x 2100h Selected Timber Framed French Door with Two Sidelight Fixed Windows

D 2 2100w x 2100h Selected Timber Framed French Door with Two Sidelight Fixed Windows

W 1  750w x    900h Selected Timber Framed Double Hung Window-Opaque

W 2           3200w x  1200h Selected Timber Framed Double Hung/Fixed Pane/Double Hung Window

W 3  900w x    900h Selected Timber Framed Double Hung Window

S  1  670w x    670h Selected Aluminium Timber Fixed Skylight

S  2  670w x    670h Selected Aluminium Timber Fixed Skylight

S  3  670w x    670h Selected Aluminium Timber Fixed Skylight

Note: The Builder shall check measure all windows and doors on site prior to ordering.
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All work is to comply with the Building Code of Australia, the

requirements of the local council, the requirements of the

legally constituted Authorities for services and the relevant

standards by the Standards Association of Australia.

The Builder is to give all notices, obtain all permits and pay all

fees.

Finished ground levels on the plan are subject to site

conditions.

Do not scale from drawings. Use figured dimensions only and

report any discrepancies to the designer prior to

commencement.

All figured dimensions to be checked on site.
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BASIX INFORMATION REQUIREMENTS:

BASIX INFORMATION REQUIREMENTS:BASIX INFORMATION REQUIREMENTS:

BASIX INFORMATION REQUIREMENTS:

LIGHTING:

A minimum of 40% of all new or altered light fixtures are to be

fluorescent, compact fluorescent or L.E.D. lamps

WATER COMMITMENTS:

Fixtures: All new Shower heads, toilets and taps shall

 have a minimum 3 Star rating

INSULATION REQUIREMENTS:

External walls: The external walls shall be a 70mm external

 insulated facade system

Ceilings: The new flat ceiling/pitched roof ceilings shall  

 meet minimum R1.45 (up)

Roof: The roof shall have a foil backed blanket (55mm)

 and be of medium colour (solar absorption

 0.45-0.70)

WINDOWS, GLAZED DOORS & SKYLIGHTS:

All window/door/skylight numbers shown on the window/door/

skylight schedule correspond to matching window/door/skylight

numbers shown in the Basix certificate.

Sizes:  The total area of glazing for each  

window/door/skylight shall be no greater than that

 shown on the Basix certificate

Shading devices: Shading devices shall be installed in

  accordance with the Basix certificate

Frames and glazing:Frame and glazing types shall meet the

  requirements of the Basix certificate
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L
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L
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FALL FALL

FALL

S1

S2

S3

Selected Colorbond roofing

on timber roof framing to

engineers details. Roof pitch

to match existing approx. 5

0

Selected timber framed skylight

Selected tile roofing on timber roof

framing to engineers details. Roof

pitch to match existing approx. 27

0

Selected Colorbond roofing on timber

roof framing to engineers details. Roof

pitch to match existing approx. 2

0

Selected timber framed

skylights

Selected Colorbond gutters

Selected Colorbond gutters

FALL

DOOR/WINDOW SCHEDULE

DOOR/WINDOW SCHEDULEDOOR/WINDOW SCHEDULE

DOOR/WINDOW SCHEDULE

D 1  2700w x 2100h Selected Timber Framed French Door with Two Sidelight Fixed Windows

D 2 2100w x 2100h Selected Timber Framed French Door with Two Sidelight Fixed Windows

W 1  750w x    900h Selected Timber Framed Double Hung Window-Opaque

W 2           3200w x  1200h Selected Timber Framed Double Hung/Fixed Pane/Double Hung Window

W 3  900w x    900h Selected Timber Framed Double Hung Window

S  1  670w x    670h Selected Aluminium Timber Fixed Skylight

S  2  670w x    670h Selected Aluminium Timber Fixed Skylight

S  3  670w x    670h Selected Aluminium Timber Fixed Skylight

Note: The Builder shall check measure all windows and doors on site prior to ordering.
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All work is to comply with the Building Code of Australia, the

requirements of the local council, the requirements of the

legally constituted Authorities for services and the relevant

standards by the Standards Association of Australia.

The Builder is to give all notices, obtain all permits and pay all

fees.

Finished ground levels on the plan are subject to site

conditions.

Do not scale from drawings. Use figured dimensions only and

report any discrepancies to the designer prior to

commencement.

All figured dimensions to be checked on site.
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permission.
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BASIX INFORMATION REQUIREMENTS:

BASIX INFORMATION REQUIREMENTS:BASIX INFORMATION REQUIREMENTS:

BASIX INFORMATION REQUIREMENTS:

LIGHTING:

A minimum of 40% of all new or altered light fixtures are to be

fluorescent, compact fluorescent or L.E.D. lamps

WATER COMMITMENTS:

Fixtures: All new Shower heads, toilets and taps shall

 have a minimum 3 Star rating

INSULATION REQUIREMENTS:

External walls: The external walls shall be a 70mm external

 insulated facade system

Ceilings: The new flat ceiling/pitched roof ceilings shall  

 meet minimum R1.45 (up)

Roof: The roof shall have a foil backed blanket (55mm)

 and be of medium colour (solar absorption

 0.45-0.70)

WINDOWS, GLAZED DOORS & SKYLIGHTS:

All window/door/skylight numbers shown on the window/door/

skylight schedule correspond to matching window/door/skylight

numbers shown in the Basix certificate.

Sizes:  The total area of glazing for each  

window/door/skylight shall be no greater than that

 shown on the Basix certificate

Shading devices: Shading devices shall be installed in

  accordance with the Basix certificate

Frames and glazing:Frame and glazing types shall meet the

  requirements of the Basix certificate
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Selected construction foam on timber framed

walls with smooth finish "Rockcoat" (or similar)

coating to match existing finish

New timber framed carport

to engineers detail

Selected timber framed window

Extend existing privacy

screen

Proposed 4,000 litre rainwater

tank to hydraulic engineers details
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EXISTING ONE AND

EXISTING ONE ANDEXISTING ONE AND

EXISTING ONE AND

TWO STOREY

TWO STOREYTWO STOREY

TWO STOREY

RESIDENCE

RESIDENCERESIDENCE

RESIDENCE

Selected tiles on timber roof framing to engineers details.

Colour to be in the medium/dark solar absorption range.

Roof pitch to match existing approx. 27

0

Selected glass balustrade

Selected timber framed skylight

Selected Colorbond roofing on timber

roof framing to engineers details. Roof

pitch to match existing approx. 2

0

Selected Colorbond on timber framing to

engineers details. Colour to be in the medium/dark

solar absorption range. Roof pitch approx. 2

0

Selected Colorbond gutters

and downpipes

Rendered brick dwarf wall

on concrete strip footing to

engineers detail.

Selected glass balustrade

Selected timber framed skylights
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Selected timber framed window

Selected construction foam on timber framed

walls with smooth finish "Rockcoat" (or similar)

coating to match existing finish

Selected construction foam on timber framed

walls with smooth finish "Rockcoat" (or similar)

coating to match existing finish

New timber framed carport

to engineers detail

Proposed 1.8m high

privacy screen
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EXISTING ONE AND

EXISTING ONE ANDEXISTING ONE AND

EXISTING ONE AND

TWO STOREY

TWO STOREYTWO STOREY

TWO STOREY

RESIDENCE

RESIDENCERESIDENCE

RESIDENCE

Selected timber framed skylights

Rendered brick dwarf wall on concrete

strip footing to engineers detail.

Selected Colorbond gutters

and downpipes

Selected Colorbond on timber framing to

engineers details. Colour to be in the medium/dark

solar absorption range. Roof pitch approx. 2

0

 &5
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Selected Colorbond roofing on timber roof

framing to engineers details. Roof pitch to

match existing approx. 2

0

Selected tiles on timber roof framing to

engineers details. Colour to be in the

medium/dark solar absorption range. Roof

pitch to match existing approx. 27

0

Selected glass balustrade

Selected Colorbond gutters

and downpipes
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All work is to comply with the Building Code of Australia, the

requirements of the local council, the requirements of the

legally constituted Authorities for services and the relevant

standards by the Standards Association of Australia.

The Builder is to give all notices, obtain all permits and pay all

fees.

Finished ground levels on the plan are subject to site

conditions.

Do not scale from drawings. Use figured dimensions only and

report any discrepancies to the designer prior to

commencement.

All figured dimensions to be checked on site.
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This plan is the exclusive property of JAH Design Services and

must not be used, reproduced or copied without written

permission.
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BASIX INFORMATION REQUIREMENTS:

BASIX INFORMATION REQUIREMENTS:BASIX INFORMATION REQUIREMENTS:

BASIX INFORMATION REQUIREMENTS:

LIGHTING:

A minimum of 40% of all new or altered light fixtures are to be

fluorescent, compact fluorescent or L.E.D. lamps

WATER COMMITMENTS:

Fixtures: All new Shower heads, toilets and taps shall

 have a minimum 3 Star rating

INSULATION REQUIREMENTS:

External walls: The external walls shall be a 70mm external

 insulated facade system

Ceilings: The new flat ceiling/pitched roof ceilings shall  

 meet minimum R1.45 (up)

Roof: The roof shall have a foil backed blanket (55mm)

 and be of medium colour (solar absorption

 0.45-0.70)

WINDOWS, GLAZED DOORS & SKYLIGHTS:

All window/door/skylight numbers shown on the window/door/

skylight schedule correspond to matching window/door/skylight

numbers shown in the Basix certificate.

Sizes:  The total area of glazing for each  

window/door/skylight shall be no greater than that

 shown on the Basix certificate

Shading devices: Shading devices shall be installed in

  accordance with the Basix certificate

Frames and glazing:Frame and glazing types shall meet the

  requirements of the Basix certificate
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Selected timber framed window

to first floor addition
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New timber framed carport

to engineers detail

Selected construction foam on timber framed

walls with smooth finish "Rockcoat" (or similar)

coating to match existing finish

Proposed 4,000 litre rainwater

tank to hydraulic engineers details
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Selected Colorbond gutters

and downpipes

Selected timber fascia and barge

board to match existing residence
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Selected glass balustrade

Selected Colorbond roofing on timber roof

framing to engineers details. Roof pitch to

match existing approx. 2

0

Selected tiles on timber roof framing to

engineers details. Colour to be in the

medium/dark solar absorption range. Roof

pitch to match existing approx. 27

0

Selected timber framed skylights
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Selected timber framed doors

and windows
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Selected construction foam on timber

framed walls with smooth finish "Rockcoat"

(or similar) coating to match existing finish

Proposed 4,000 litre rainwater

tank to hydraulic engineers details

Proposed 1.8m high

privacy screen

No.
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No.18

1818

18

EXISTING ONE AND

EXISTING ONE ANDEXISTING ONE AND

EXISTING ONE AND

TWO STOREY
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TWO STOREY

RESIDENCE
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Selected Colorbond gutters

and downpipes

Selected timber fascia and barge

board to match existing residence
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Selected timber posts and beams

to new structure over deck to

engineers details

Selected glass balustrade

Selected Colorbond roofing on timber roof

framing to engineers details. Roof pitch to

match existing approx. 2

0

Selected timber framed skylight

Selected timber framed skylights

Rendered brick dwarf wall on concrete

strip footing to engineers detail.

Selected Colorbond on timber framing to

engineers details. Colour to be in the

medium/dark solar absorption range. Roof

pitch approx. 2

0
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0

Renered brick dwarf wall on concrete

strip footing to engineers detail.
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All work is to comply with the Building Code of Australia, the

requirements of the local council, the requirements of the

legally constituted Authorities for services and the relevant

standards by the Standards Association of Australia.

The Builder is to give all notices, obtain all permits and pay all

fees.

Finished ground levels on the plan are subject to site

conditions.

Do not scale from drawings. Use figured dimensions only and

report any discrepancies to the designer prior to

commencement.

All figured dimensions to be checked on site.
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This plan is the exclusive property of JAH Design Services and

must not be used, reproduced or copied without written

permission.
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BASIX INFORMATION REQUIREMENTS:

BASIX INFORMATION REQUIREMENTS:BASIX INFORMATION REQUIREMENTS:

BASIX INFORMATION REQUIREMENTS:

LIGHTING:

A minimum of 40% of all new or altered light fixtures are to be

fluorescent, compact fluorescent or L.E.D. lamps

WATER COMMITMENTS:

Fixtures: All new Shower heads, toilets and taps shall

 have a minimum 3 Star rating

INSULATION REQUIREMENTS:

External walls: The external walls shall be a 70mm external

 insulated facade system

Ceilings: The new flat ceiling/pitched roof ceilings shall  

 meet minimum R1.45 (up)

Roof: The roof shall have a foil backed blanket (55mm)

 and be of medium colour (solar absorption

 0.45-0.70)

WINDOWS, GLAZED DOORS & SKYLIGHTS:

All window/door/skylight numbers shown on the window/door/

skylight schedule correspond to matching window/door/skylight

numbers shown in the Basix certificate.

Sizes:  The total area of glazing for each  

window/door/skylight shall be no greater than that

 shown on the Basix certificate

Shading devices: Shading devices shall be installed in

  accordance with the Basix certificate

Frames and glazing:Frame and glazing types shall meet the

  requirements of the Basix certificate
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Selected tile finish on existing timber

framed construction to engineers

details, waterproofing to NCC

Selected timber framed doors and

windows to first floor addition

Selected floor finish on structural

timber framing over existing floor

structure to engineers details.
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S3

D2

Timber framed external stair

S1

S2

Selected construction foam on timber framed

walls with smooth finish "Rockcoat" (or similar)

coating to match existing finish

New timber framed carport

to engineers detail

New plasterboard wall and

ceiling linings

Block up windows and allow for new doorway as

shown, make good internal wall linings

Rendered brick dwarf wall

on concrete strip footing to

engineers detail.

Selected glass balustrade

Selected timber framed skylight

Selected timber framed skylight

Selected Colorbond on timber framing to

engineers details. Colour to be in the medium/dark

solar absorption range. Roof pitch approx. 2

0

Selected Colorbond gutters

and downpipes

Selected tiles on timber roof framing to engineers details.

Colour to be in the medium/dark solar absorption range.

Roof pitch to match existing approx. 27

0

Selected Colorbond roofing on

timber roof framing to

engineers details. Roof pitch to

match existing approx. 2

0
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DINING

DININGDINING

DINING KITCHEN
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SITTING
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GUEST
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Selected construction foam on timber

framed walls with smooth finish "Rockcoat"

(or similar) coating to match existing finish

Proposed 4,000 litre rainwater

tank to hydraulic engineers details
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No.18
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EXISTING ONE AND

EXISTING ONE ANDEXISTING ONE AND

EXISTING ONE AND

TWO STOREY

TWO STOREYTWO STOREY

TWO STOREY

RESIDENCE

RESIDENCERESIDENCE

RESIDENCE

EXISTING GROUND FLOOR LEVEL

EXISTING GROUND FLOOR LEVELEXISTING GROUND FLOOR LEVEL

EXISTING GROUND FLOOR LEVEL

RL 33.71

RL 33.71RL 33.71

RL 33.71

New plasterboard wall and

ceiling linings

Selected floor finish on structural timber

framing over existing floor structure to

engineers details.
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Selected timber framed skylights

Rendered brick dwarf wall on concrete

strip footing to engineers detail.

Selected Colorbond on timber framing to

engineers details. Colour to be in the

medium/dark solar absorption range. Roof

pitch approx. 2

0
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