
N

92
8

2,
05

0
1,

90
0

20,120

19,340
9,920

1,
15

0

87.15

87.58

95.46
97.24

97.32

102.57

102.54

102.69

104.91

93.29

SOFT LANDSCAPED AREA
298 SQM

NO.118
BRICK COTTAGE

TILE ROOF

NO.112
METAL CLAD COTTAGE

METAL ROOF

Re
se

rv
e 

fo
r P

ub
lic

 S
pa

ce
 &

 R
ec

re
at

io
n 

Sp
ac

e

G
 R

 A
 N

 D
 V

 I 
E 

W
   

 D
 R

 I 
V 

E

LOT 122, DP 16327
114 GRANDVIEW DRIVE

Site Area: 526.4sqm
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SITE CALCULATIONS
Site Area : 526.4 sqm

Existing Soft Landscaped area - 316sqm  = 60.03%
Proposed Soft Landscaped area - 298 sqm  = 56.6%

BASIX COMMITMENTS:
1.All construction to comply with BASIX certificate A403233
2.40% of all new or altered lighting fixtures to be fluorescent, compact
fluorescent or LED
3. Minimum 3 star water rating shower heads to be installed
4. Minimum 3 star water rating toilets to be installed
5.Minimum 3 star water taps to be installed
6.Minimum R0.8 insulation to be installed below open suspended floor (minimum
combined Rvalue with construction R1.5)
7.Minimum R1.3 insulation to be installed to all external timber framed walls
(minimum combined Rvalue with construction R1.7)
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PROPOSED ALTERATIONS AND ADDITIONS
SITE PLAN

date: FEBRUARY 2021

DA-01

for: T. Casson & A. Hannon
at: LOT 122, DP 16327, 114 Grandview Drive
NEWPORT, 2106

GENERAL NOTES
1. The Works shall be constructed in accordance with NCC2019/BCA and all
relevant Australian Standards  together with any amendment or replacement of
those Standards
2.Smoke alarms shall be installed in accordance with 3.7.5 of the BCA, AS 3786
and Manufacturers Specification recommendations and connected to consumer
mains power and interconnected where there is more than one alarm
3. Balustrade construction shall comply with the provisions of Part 3.9.2 of the
BCA . Balustrades shall have a minimum height of 1m and no openings greater than
125mm
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for: T. Casson & A. Hannon
at: LOT 122, DP 16327, 114 Grandview Drive
NEWPORT, 2106

BASIX COMMITMENTS:
1.All construction to comply with BASIX certificate A403233
2.40% of all new or altered lighting fixtures to be fluorescent, compact fluorescent or LED
3. Minimum 3 star water rating shower heads to be installed
4. Minimum 3 star water rating toilets to be installed
5.Minimum 3 star water taps to be installed
6.Minimum R0.8 insulation to be installed below open suspended floor (minimum combined Rvalue with construction R1.5)
7.Minimum R1.3 insulation to be installed to all external timber framed walls (minimum combined Rvalue with construction R1.7)
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DA-04

for: T. Casson & A. Hannon
at: LOT 122, DP 16327, 114 Grandview Drive
NEWPORT, 2106

BASIX COMMITMENTS:
1.All construction to comply with BASIX certificate A403233
2.40% of all new or altered lighting fixtures to be fluorescent,
compact fluorescent or LED
3. Minimum 3 star water rating shower heads to be installed
4. Minimum 3 star water rating toilets to be installed
5.Minimum 3 star water taps to be installed
6.Minimum R0.8 insulation to be installed below open suspended
floor (minimum combined Rvalue with construction R1.5)
7.Minimum R1.3 insulation to be installed to all external timber
framed walls (minimum combined Rvalue with construction R1.7)


