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Engineering Referral ResponseReasons for referralThis application seeks consent for the following: 
� New Dwellings or
� Applications that require OSD where additional impervious area exceeds 50m2 or
� Alterations to existing or new driveways or
� Where proposals affect or are adjacent to Council drainage infrastructure incl. watercourses and drainage channels or
� Torrens, Stratum and Community Title Subdivisions or
� All new Commercial and Industrial and RFB Development with the exception of signage or
� Works/uses in flood affected areasAnd as such, Council's development engineers are required to consider the likely impacts on drainage regimes. Officer commentsDevelopment Engineering has no objection to the application subject to the following conditions of consent.Referral Body RecommendationRecommended for approval, subject to conditions Refusal commentsRecommended Engineering Conditions:Stormwater DisposalPlans indicating all details relevant to the collection and disposal of stormwater from the site, buildings, paved areas and where appropriate adjacent catchments, shall be submitted prior to the issue of the Construction Certificate. The plans must indicate the provision of a rainwater tank in accordance with the BASIX certificate. Stormwater shall be conveyed from the site to Carrington Parade.Application Number: DA2019/0380To: Thomas ProsserLand to be developed (Address): Lot 1 DP 366860 , 72 Carrington Parade CURL CURL NSW2096CONDITIONS TO BE SATISFIED PRIOR TO THE ISSUE OF THE CONSTRUCTION CERTIFICATE
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Details demonstrating compliance are to be submitted to the Certifying Authority prior to the issue of the Construction Certificate.Reason: To ensure appropriate provision for disposal and stormwater management arising from development. Structural Adequacy and Excavation WorkExcavation work is to ensure the stability of the soil material of adjoining properties, the protection ofadjoining buildings, services, structures and / or public infrastructure from damage using underpinning, shoring, retaining walls and support where required. All retaining walls are to be structurally adequate for the intended purpose, designed and certified by a Structural Engineer, except where site conditionspermit the following:  (a) maximum height of 900mm above or below ground level and at least 900mm from any property boundary, and  (b) Comply with AS3700, AS3600 and AS1170 and timber walls with AS1720 and AS1170.  Details demonstrating compliance are to be submitted to the Principal Certifying Authority prior to the issue of the Construction Certificate.Reason: To provide public and private safety.  Vehicle Crossings ApplicationA Driveway Levels and Formwork Inspections Application shall be made with Council subject to the payment of the fee in accordance with Council’s Fees and Charges. The fee includes all Council inspections relating to the driveway construction and must be paid. Approval of the application by Council is to be submitted to the Principal Certifying Authority prior to the issue of the Construction Certificate.Reason: To facilitate suitable vehicular access to private property. Public Liability Insurance - Works on Public LandAny person or contractor undertaking works on public land must take out Public Risk Insurance with aminimum cover of $20 million in relation to the occupation of, and approved works within Council’s road reserve or public land, as approved in this consent. The Policy is to note, and provide protection for Northern Beaches Council, as an interested party and a copy of the Policy must be submitted to Council prior to commencement of the works. The Policy must be valid for the entire period that the works are being undertaken on public land.Reason: To ensure the community is protected from the cost of any claim for damages arising from works on public land.  Vehicle CrossingsThe provision of one vehicle crossing 5 metres wide in accordance with Northern Beaches Council Drawing No A4-3330/1 N and specifications. An Authorised Vehicle Crossing Contractor shall construct the vehicle crossing and associated works within the road reserve in plain concrete. All redundant laybacks and crossings are to be restored to footpath/grass. Prior to the pouring of concrete, the vehicle crossing is to be inspected by Council and a satisfactory “Vehicle Crossing Inspection” card issued. CONDITIONS THAT MUST BE ADDRESSED PRIOR TO ANY COMMENCEMENT CONDITIONS TO BE COMPLIED WITH DURING DEMOLITION AND BUILDING WORK
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Details demonstrating compliance are to be submitted to the Principal Certifying Authority.Reason: To facilitate suitable vehicular access to private property. Stormwater DisposalThe stormwater drainage works shall be certified as compliant with all relevant Australian Standards and Codes by a suitably qualified person. Details demonstrating compliance are to be submitted to the Principal Certifying Authority prior to the issue of any interim / final Occupation Certificate. Reason: To ensure appropriate provision for the disposal of stormwater arising from the development. CONDITIONS WHICH MUST BE COMPLIED WITH PRIOR TO THE ISSUE OF THE OCCUPATION CERTIFICATE


