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NORTHERN BEACHES

DERWENT 21

ELITE

DOUBLE GARAGE

LUX

MR R. & MRS M. ELDER

LOT 1, DP.UNREGISTERED,

WARRIEWOOD ROAD,

WARRIEWOOD

RAWSON HOMES
1 HOMEBUSH BAY DRIVE 
BUILDING F, LEVEL 2, SUITE 1

TELEPHONE: 02 8765 5500
FAX             : 02 8765 8099
BUILDER'S LICENCE No. 33493C

RHODES NSW 2138
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SEDIMENT CONTROL PLAN

GEOTEXTILE

(SUPPORTED)
FILTER FABRIC

POSTS DRIVEN

TIMBER
STEEL OR
GROUND
600 INTO

3000 MAX

UNDISTURBED AREA

OF FLOW

DIRECTION

6
0

0

DISTURBED
AREA

2
0

0

INSTALL SEDIMENT CONTROL STRUCTURES IN LOCATIONS INDICATED ON THIS
DRAWING AND AS OTHERWISE REQUIRED TO CONTROL SEDIMENT DURING ALL
EXCAVATIONS AND WHILST AREAS OF THE SITE ARE EXPOSED TO EROSION.
REVIEW CONTROL MEASURES AND MAINTAIN STRUCTURES DURING
CONSTRUCTION.

IF ADDITIONAL MEASURES ARE REQUIRED FOR EROSION AND CONTROL OR BY
COUNCIL REQUIREMENTS, REFER TO "URBAN EROSION AND SEDIMENT
CONTROL" GUIDELINES PREPARED BY THE DEPARTMENT OF CONSERVATION
AND LAND MANGEMENT.

SUITABLE FOR DRAINAGE AREA OF 0.6HA MAX AND
SLOPE GRADIENT OF 1:2 MAX WITH LENGTH OF 60M MAX

SEDIMENT FENCE DETAIL

SEDIMENT CONTROL

ALL WEATHER ACCESS

MATERIAL

STOCKPILE

SITE BIN

SEDIMENT CONTROL FENCE

SEDIMENT CONTROL FENCE
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