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PROPOSED POOL - FIBREGLASS

 (MADERIA 6 BY NARELLAN POOLS)

ID Latin Name Common Name Quantity Pot Size Spread Height
ANI Anigozanthus "Dwarf' Yellow Kangaroo Paw 8 5lt 600 600
LT Lomandra 'Tanika' Dwarf Lomandra 14 5lt 500 500
SLA Syzgium 'Aussie Compact' Aussie Compact Lilly Pilly 9 15LT 1500 3000
TL Tristianiopsis laurina Water Gum 1 25lt 4000 7000
WF Westringia 'Jervis Gem' Coastal Rosemary 13 5LT 1000 1000

Planting Schedule

TREE PLANTING
& STAKING DETAIL

SCALE 1:20

75

AS
REQUIRED

HARDWOOD STAKES 38 X 38 
X 1800 DRIVEN VERTICALLY 
INTO SOIL UNTIL FIRM

HESSIAN WEBBING TIES

PROPOSED TREE

TIMBER EDGING IF NOTED ON 
DRAWING

75mm DEPTH MULCH AS SPECIFIED 
AROUND PLANTING. ENSURE MULCH 
IS CLEAR OF PLANT STEM MULCH

TREE PLANTING HOLES TO BE 
200mm DEEPER AND WIDER THAN 
THE ROOTBALL. RIP THE SIDES OF 
THE HOLE TO PREVENT POLISING 
OF THE EXISTING SOIL. BACKFILL 
PLANTING HOLE WITH EXISTING 
CULTIVATED SITE SOIL.

CULTIVATED SUBGRADE TO 
100mm DEPTH

REMOVE STAKES AFTER 26 WEEKS AS 
PART OF THE MAINTENANCE CONTRACT 
TO ALLOW FOR PROPER DEVELOPMENT 
OF STEM TAPOR

WATER WITH APPROXIMATELY 30L 
AFTER PLANTING AND WATER 
REGULARLY AS REQUIRED DURING 
PLANT ESTABLISHMENT PERIOD

TYPICAL TURF DETAIL
SCALE 1:20

300

SELECTED LAWN TURF

CULTIVATED EXISTING SITE 
SOIL (EXCEPT UNDER TREES) 
WITH SOIL CONDITIONER 
INCORPORATED

TURF UNDERLAY

EXISTING SUBGRADE

PLANTING DETAIL
SCALE 1:20

75

 AS
REQUIRED

CULTIVATED SUBGRADE TO 100mm DEPTH

SHRUB PLANTING HOLES TO BE 200mm 
DEEPER AND WIDER THAN THE 
ROOTBALL. RIP THE SIDES OF THE HOLE 
TO PREVENT POLISING OF THE EXISTING 
SOIL. BACKFILL PLANTING HOLE WITH 
EXISTING CULTIVATED SITE SOIL. WATER 
IN AND TAMP TO REMOVE AIR POCKETS.

75mm DEPTH MULCH AS SPECIFIED 
AROUND PLANTING. ENSURE MULCH IS 
CLEAR OF PLANT STEM 

PROPOSED SHRUB


